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We demonstrate a single-mode phononic waveguide that enables robust propagation of mechanical
waves. The waveguide is a highly-stressed silicon nitride membrane that supports the propagation
of out-of-plane modes. In direct analogy to rectangular microwave waveguides, there exists a band
of frequencies over which only the fundamental mode is allowed to propagate, while multiple modes
are supported at higher frequencies. We directly image the mode profiles using optical heterodyne
vibration measurement, showing good agreement with theory. In the single-mode frequency band,
we show low-loss propagation (∼ 1 dB/cm) for a ∼ 5 MHz mechanical wave. This design is well
suited for phononic circuits interconnecting elements such as non-linear resonators or optomechanical
devices for signal processing, sensing or quantum technologies.

I. INTRODUCTION

Advances in nano-electromechanical systems [1], op-
tomechanics [2] and quantum computation [3] have fu-
elled a resurgence in the field of phononic circuits. The
field is motivated by the prospect to generate, route, in-
teract and interface acoustic waves in on-chip architec-
tures. While individual micro-mechanical devices have
long been used for applications including signal pro-
cessing [4], frequency control [5] and sensing [6], com-
plex phononic circuits remain a challenge. Such cir-
cuits could perform efficient phononic information pro-
cessing [7] with potentially low power consumption [8]
and robustness in radiation harsh environments [9]. Re-
cent work has also explored phononic circuits in quan-
tum technologies [10–12], hybrid optomechanical sys-
tems [13, 14] and topological metamaterials [15].

Large-scale phononic circuits require that the acous-
tic waves be reliably guided between the various com-
ponents in the circuit. Waveguides for electromagnetic
waves at optical-, microwave- and radio-frequencies are
mature technologies, having overcome issues of loss, scat-
tering and dispersion. Phononic waveguides, on the other
hand, are still an active area of research [16–19]. The
variety of channels through which mechanical vibrations
can propagate represents a challenge for phononic waveg-
uides, where imperfections can scatter energy into other
modes. One key lesson from electromagnetic waveguides
is that robust low-loss signal propagation is much easier
to achieve when the waveguide is operated in a frequency
band where only a single mode is available. This is ev-
ident in the use of the dominant TE10 mode in rectan-
gular microwave waveguides and in single-mode optical
fibers which have enabled the long-distance communica-
tion that forms the backbone of the internet. Here, we
translate this concept to phononics, demonstrating a low-
loss single-mode phononic waveguide.
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Recently, Patel et al. [20] reported the first single-
mode phononic waveguide, characterizing it through its
coupling with an optomechanical resonator. The waveg-
uide comprised of a nano-scale silicon beam supported
by a phononic crystal, which serves to confine energy
to the beam and modify its mode structure to create a
single-mode frequency band. In contrast, we demonstrate
single mode operation with a highly-stressed membrane
which inherently eliminates all but out-of-plane modes
in the frequency range of interest and enhances the qual-
ity factor that can be obtained. This design is moti-
vated by increasing interest in developing phononic cir-
cuits based on interconnecting multiple micro- or nano-
scale resonators [16, 21–23]. We characterize the waveg-
uides using optical heterodyne vibration measurement to
directly image the modes, demonstrating good agreement
with theory. We find that, at room temperature and
in vacuum, the waveguide permits low-loss propagation
(∼ 1 dB/cm) in the single-mode regime.

II. THEORY

We consider a waveguide made of a highly-stressed
rectangular membrane with width Lx that extends along
the y-direction, the direction of propagation, as illus-
trated in Fig.1(a). The acoustic impedance mismatch
between the membrane and the supporting bulk material
serves to confine the energy within the membrane [24].

Vibrations of a membrane, where the restoring force is
dominated by stress as opposed to the flexural rigidity of
the material, satisfy the following wave equation [25]:

σ∇2u(x, y, t)− ρ ∂
2

∂t2
u(x, y, t) = 0, (1)

where u(x, y, t) is the displacement field along the out-
of-plane direction z, σ is the tensile stress of the mem-
brane (N/m2) and ρ is the density of the membrane ma-
terial (kg/m3). The boundary conditions enforced by the
clamping to the substrate are u(0, y, t) = u(Lx, y, t) = 0.
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Figure 1. (a) Illustration of the phononic waveguide with
width Lx. The waveguide is actuated electrostatically
through a capacitor formed by an electrode fabricated on the
membrane (shown in gold) and a probe electrode (in silver).
While a cross-section is shown here to highlight the mem-
brane, the membrane is actually fixed on all sides by the sub-
strate. Mechanical waves propagate along y with wave vector
ky. Using a lensed optical fiber, the vibrations of the mem-
brane are detected through their modulation of the phase of
the laser light reflected back into the fiber. (b) Example of
a snapshot of the calculated instantaneous out-of-plane dis-
placement <[u(x, y, t)] for a mode with kx = ky = π/Lx.

The solution for the out-of-plane vibrations of the mem-
brane driven at frequency Ω is [26]

u(x, y, t) =
∑
n

unφn(x)φ(y)e−i(Ωt+θn), (2)

where un and θn are the amplitude and phase of the
nth transverse mode, respectively, φn(x) = sin(kxx)
is the transverse mode shape with kx = nπ/Lx, and
φ(y) = e±ikyy is the propagating wave. The value of ky
is obtained from the dispersion relation as derived from
the wave equation,

Ω(ky) =

√
σ

ρ

√
k2
y +

(
nπ

Lx

)2

. (3)

We see from the dispersion relation that each transverse

mode n has a cut-off frequency Ωc,n =
√

σ
ρ

(
nπ
Lx

)
below

which that mode cannot propagate. Thus, there is a
frequency band over which the waveguide is single-mode,
where Ωc,1 < Ω < Ωc,2. This is shown in Fig. 3(a), where
we plot the dispersion relation calculated for a silicon
nitride membrane with width Lx = 76 µm, thickness h =
80 nm and internal tensile stress σ = 1 GPa. Highlighted
in grey is the frequency band where there are no modes

available for propagation, while the single-mode region is
highlighted in blue.

In practice, we measure a waveguide with finite
length Ly, imposing the boundary conditions u(x, 0, t) =
u(x, Ly, t) = 0. This transforms the waveguide into a
resonator with standing waves φm(y) = sin(kyy), where
ky = mπ/Ly and m is the longitudinal mode number. In
Fig. 1(b), we show an example of the normalized instan-
taneous displacement <[u(x, y, t)] for the case kx = ky
and Ly = 10Lx.

III. EXPERIMENTAL METHODS

A. Fabrication

The phononic waveguides are fabricated from high-
stress (σ ∼1 GPa) low-pressure chemical vapour de-
posited Si3N4 films deposited on 500 µm Si wafers. They
have dimensions Lx = 75-80 µm, Ly ≈ 1.8 cm and thick-
ness h = 80 nm. The fabrication process is illustrated
in Fig. 2(a), with steps labelled (i-vi). (i) The process
begins with a silicon wafer double-side coated with a sil-
icon nitride thin film. (ii) Gold electrodes are patterned
on the top side of the wafer using negative photoresist
and a lift-off process. (iii) Both the top and bottom sur-
faces of the wafer are coated with 150 nm of aluminium
followed by photoresist. The aluminium on the bottom
side is patterned with photolithography and wet etched
to serve as an etch mask. The photoresist and aluminium
on the top side will protect the surface during bottom side
patterning and etching, respectively. (iv) The exposed
silicon nitride is etched using reactive ion etching (RIE)
combining SF6 and CF4 gases. (v) The patterned alu-
minium is used as a mask for back side etching of roughly
480 µm of silicon using deep reactive ion etching (DRIE).
(vi) The final release of the silicon nitride membrane and
aluminium removal is done using a highly concentrated
KOH solution. The KOH etch of silicon is anisotropic
and forms angled end facets following the Si(111) plane.
This process straightens the edges of the waveguide in a
self-limiting process (see Fig. 2(c,d)).

B. Measurement Setup

Measurements are performed at room temperature
with the waveguide in a vacuum chamber with pres-
sure ∼ 10−7 mBar [27]. The waveguide is actuated elec-
trostatically through a capacitor formed by the on-chip
electrode and a probe electrode held ∼ 5 µm above the
waveguide, as shown in Fig. 1(a). The force applied is
proportional to (VDC + VAC cos Ωt)2, where VDC is the
applied DC bias and VAC is the amplitude of the AC
drive at frequency Ω [28]. To measure the vibrations
on the waveguide, we use an optical interferometric het-
erodyne detection scheme, represented in Fig. 2(b). A
Ti-Sapphire laser beam with wavelength λ = 780 nm
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Figure 2. (a) Fabrication steps for the phononic waveguides (see main text for details). (b) Schematic of the optical heterodyne
detection setup, complete with an acousto-optical modulator (AOM), polarization controllers (PC) and beam splitters (BS),
used to measure the mechanical vibrations of the waveguide. The diffracted local oscillator (orange) and non-diffracted probe
beams are combined in a final beam splitter for balanced photo-detection. The voltage V (Ω) required for actuation is delivered
to the waveguide in the vacuum chamber via a feed-through. (c) Image of a chip with 14 waveguides in parallel, four of which
are intact. (d) False color cross-sectional scanning electron micrograph of the released Si3N4 membrane (blue) held by the Si
substrate (grey).

is passed through an acousto-optical modulator (AOM)
driven at 77 MHz to obtain a frequency-upshifted local
oscillator beam as well as a non-diffracted probe beam at
780nm. The probe beam is focused onto the membrane
through a lensed fiber with spot size ∼ 1 µm (Fig.1(a)).
The membrane vibrations modulate the phase of the
probe light reflected back into the lensed fiber, which
interferes with the local oscillator to create beat notes at
ωAOM ± Ω. With low-amplitude vibrations, the ampli-

tude of the photocurrent at frequency ωAOM ± Ω is, to
a good approximation, directly proportional to the am-
plitude of vibration of the membrane |u(x, y)|. We use
a spectrum analyser for measurement of the photocur-
rent at frequency ωAOM + Ω to obtain the mechanical re-
sponse. Both the electrode and lensed fibre are mounted
on piezoelectric positioners to allow them to be scanned
during measurement.

IV. MEASUREMENT RESULTS

A. Mode Shape Imaging

In a first experiment, we image the transverse mode
shape while the membrane is continuously actuated at
a frequency Ω. This is repeated at different frequencies
lying within the bands below cut-off, in the single-mode
region and in the multi-mode region, as marked by the
dashed lines in the plot of the dispersion relationship,
Fig. 3(a). Two scenarios are possible. Given the finite
length of the waveguide (Ly ≈ 1.8 cm), standing waves
will be generated if the propagation and reflection losses
are sufficiently low. If the losses are high, however, prop-
agating waves would be observed which are not signifi-
cantly perturbed by reflections at the end of the waveg-
uide. While the two cases would result in similar profiles,
we know from experiments presented in the next section
that standing waves are generated. We will thus restrict
our discussion of mode profiles to those corresponding to
standing waves.

Fig. 3(b) shows examples of the calculated two-
dimensional profiles at the chosen frequencies, where os-
cillation amplitude |u(x, y)| is plotted as a function of x
and y along the waveguide. In contrast to the simple
profile expected in the single-mode regime, the profiles
at higher frequencies are a result of the interference be-
tween multiple modes and depend both on their relative

amplitudes and phases with respect to the drive tone.

To image the transverse mode shape, the photocurrent
at frequency ωAOM + Ω is recorded while the lensed fibre
is scanned over the width of the waveguide. The scan
has an average speed of 1 µm/s with a 200 nm step size.
Fig. 3(c,d,e,f) show the measured profiles for actuation
at Ω/2π = 2.3, 5.1, 8.1 and 12.3 MHz, respectively. As
expected, the waveguide does not respond when driven
at 2.3 MHz, well below the expected cut-off frequency of
3.7 MHz, as shown in Fig. 3(c). Driving in the single-
mode frequency band results in the expected sin(πx/Lx)
shape of the fundamental transverse mode, as shown in
Fig. 3(d). The measured photocurrent amplitude of ap-
proximately 1 µA corresponds to an actual vibration am-
plitude of ∼ 10 pm.

At 8.1 MHz and 12.3 MHz, the waveguide supports two
and three modes, respectively. The two and three anti-
node character of the n = 2 and n = 3 modes are clearly
visible in Fig. 3(e) and (f). To obtain fits to the data, we
tune the relative amplitudes and phases of each standing
wave. For example, at Ω/2π = 8.1 MHz, the n = 1
and 2 are expected to have longitudinal wavelengths
λy,1 = 2π/ky,1 = 77 µm and λy,2 = 2π/ky,2 = 169 µm,
respectively. The fit is obtained with a relative phase dif-
ference of θ2 − θ1 = 1.3 rad and u2/u1 = 1.8 at a certain
point along the waveguide.

While the measurements shown in Fig. 3 fit well with
the mode shapes we would expect from perfect standing
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Figure 3. (a) Calculated dispersion relation for the waveg-
uide, showing the first four mode branches. Shaded in blue
and gray are the frequency bands corresponding to the single-
mode region and the band below cut-off, respectively. (b) Ex-
amples of calculated two-dimensional mode profiles |u(x, y)|
at the frequencies indicated by dashed lines in (a), highlight-
ing the interference between modes with different longitudinal
wavevectors in the multi-mode bands. (c-f) Experimentaly
measured transverse mode profiles of the phononic waveguide
when actuated at Ω/2π = (c) 2.3 MHz, (d) 5.1 MHz, (e)
8.1 MHz and (f) 12.3 MHz. The photocurrent at frequency
ωAOM+Ω is plotted as a function of the x position of the fiber
while it is scanned across the waveguide of width Lx ≈ 76 µm.
The red curves are fits to the data (see main text for details).
The fiber is positioned approximately 3 mm from the actu-
ation electrodes along y, the direction of propagation. As
indicated by the dashed lines in (a), the measurements corre-
spond to the (c) zero-, (d) one-, (e) two- and (f) three-mode
frequency bands.

waves, we do observe that the relative phase drifts on
the time-scale of minutes. To show this, we drive the
waveguide at frequency Ω/2π = 10.2 MHz, exciting the
n = 1 and n = 2 modes. We measure the transverse
mode shape as done before, repeating this over the span
of a few minutes at the same y position. Three consecu-
tive measurements are plotted in Fig. 4(a), demonstrat-
ing that the measured mode shape clearly changes over
time. This can be attributed to a drift of the relative
phases of the resonances with respect to the drive tone.
Fig. 4(b) shows calculations of the expected profile as a
function of the relative phase between the n = 1 and
n = 2 modes. The fits to the data in Fig. 4(a) are ob-
tained from the calculations shown in Fig. 4(b) at differ-
ent relative phases, as labelled in the figure, supporting
the hypothesis of a slow phase drift.
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Figure 4. (a) Consecutive measurements of the transverse
mode profile of the waveguide actuated at a fixed frequency
Ω/2π = 10.12 MHz and at a fixed y position. The changing
mode profiles show that the resonances forming the standing
waves measured experience drift over the timescale of minutes.
(b) Calculated transverse mode profile |u(x, y)| as a function
of the relative phase between the n = 1 and 2 modes at a
certain distance from the edge of the waveguide with u2/u1 =
3.3. The fits in (a) are taken from slices of this plot as labelled,
supporting the hypothesis of a phase drift.

B. Frequency Response

To characterize the frequency response of the phononic
waveguide, we perform a network analysis with the fiber
positioned at the center of the waveguide, x = 38 µm,
and at y = 3 mm as before. The drive frequency is swept
while the maximum response at each frequency is cap-
tured on the spectrum analyzer. We observe that the me-
chanical response is indeed suppressed below the cut-off
frequency. The response above cut-off is populated with
resonant peaks which drift on the time-scale of minutes,
consistent with observations presented in Fig. 4. To cap-
ture the linewidth of an individual resonance, we repeat
the measurement over a narrow frequency window and
over a time short compared to the drift. Fig. 5(a) shows
a measured resonance at Ω/2π = 4.754 MHz, which is in
the single-mode frequency band. Fitting this peak to a
Lorentzian, whose symmetry is broken by the presence
of a resonance at lower frequency, we estimate a quality
factor of Q = 2100± 200.

C. Pulsed Actuation

In order to provide another measure of the quality fac-
tor of the resonance at 4.754 MHz, we perform ring-up
and ring-down measurements. With the fibre positioned
8.8 mm away from the actuation electrodes, we gate the
drive tone with a square pulse with a width chosen to be
longer than the expected ring-up time of the cavity. In
order to resolve these dynamics we acquire data with a
resolution bandwidth ranging from 100 kHz to 1 MHz,
corresponding to a integration time of 1 µs to 10 µs. To
improve the signal-to-noise ratio, we average over 2000
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Figure 5. (a) Frequency response of the waveguide highlight-
ing a resonance at Ω/2π = 4.754 MHz. The peak is fit to
a Lorentzian (in blue with the shading denoting uncertainty)
from which we extract a quality factor Q = 2100 ± 200. (b)
Response of the waveguide to a 5 ms pulse at 4.754 MHz. The
normalized photocurrent is plotted in decibels from which the
ring-up and ring-down times are extracted, yielding quality
factors of Q = 2000+3000

−500 and 1950± 50, respectively.

repetitions synchronized to an external trigger.

Fig. 5(b) shows the normalized photocurrent as a func-
tion of time. The ring-up at the start of the pulse is
fitted to the expected exponential build-up for a simple-
harmonic oscillator, from which we extract a quality fac-
tor of Q = 2000+3000

−500 . The ring-down at the end of
the pulse is fitted to an exponential decay which yields
Q = 1950 ± 50, in fair agreement with our other esti-
mates of Q. We can translate the measured quality fac-
tors to a conservative estimate of the propagation loss
α along the waveguide. With Q ≈ 1900, we estimate
α ≈ 1 dB/cm. This is conservative since it neglects the
fact that imperfect reflections at the ends of the cavity
can also contribute to the measured decay rate of the

cavity. Nevertheless, it compares favourably to previous
reports of room temperature megahertz waveguides [16].

V. CONCLUSION

In this work we have demonstrated a single-mode
phononic waveguide based on a highly-stressed silicon ni-
tride membrane. Direct imaging of the mode shapes in
the single- and multi- mode regions show good agreement
with the analytical solutions of the system. The finite-
length waveguide we measure has sufficiently low propa-
gation loss and reflection from the end surfaces to behave
as a resonator with a quality factor ∼ 2000 in the single-
mode region. This provides a conservative estimate of
the propagation loss: ∼ 1 dB/cm, more than an or-
der of magnitude lower than previous room-temperature
phononic waveguides operating at megahertz frequen-
cies [16].

The waveguide is the first step towards developing scal-
able phononic circuits, which may find application in
sensing [29], computation [8] and even quantum technolo-
gies [10–14]. The structural and mathematical similarity
of our implementation to microwave and optical waveg-
uides paves a direct path towards developing other cir-
cuit components. It is possible to encourage, in future,
complex phononic circuits built from phononic waveg-
uides, processing and communicating information, inter-
connecting nanomechanical sensors, interfacing to pho-
tonic and microwave systems and, generally, providing
new capabilities for on chip classical and quantum infor-
mation systems.
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